
To: 	Houlihan, Damien[houlihan.damien@epa.gov] 
From: 	DeMeo, Sharon M. 
Sent: 	Fri 1/31/2014 4:25:37 PM 
Subject: FW: Questions regarding Italian VCE systems 

Hi, Here's the conversafion I had with Aquatech, in case you are interested (starting from the 
bottom). 

From: %like Nlmleti . 
Sent: Friday, January 24, 2014 5:16 PM 
To: DeMeo, Sharon M. 
Subject: RE: Questions regarding Italian VCE systems 

Typical PLII'itV of the FGD distillate is 30 PPM of non volatile TDS. The steain electi -ic gLlideiiiies 
addresses NO ,., As. Se and flg. Tliesc are esseiitially noii-volatile at the temperatures we operate at and 
should not be seen in the FG6 distillate in detectable qLiantities. Regarding ,  anv pollutants fi -om the 
leacliatc, I would think that the pollutants in the leacliate Would coine fi -oin the asli and not frorn the FGD 
distillate for the reasons above. 

Regarding the wording  of the doctiment referenced, I would say the wording is poor and inaccurate. I 
also think that we shotild look at the entire platit aiid Would stand by niv position that if the process does 
not discharge directly to the environi -nent, i-cqLlii-e a discliarge to the environment or its reuse does not 
directly cause a discharge to the environment that cotild be avoided by Lise of a different water source, the 
pi-ocess is ZLD. I would change the wo ► -ding to i-eflect that viewpoint. 

I thiiik wording as you referenced encourages approaches to meet a definitioii opposed to meeting the 
intent and more beneficial to the environment. 

Mike Marlett 

P -  262+369-4039 

email: niarlett ► : aClUatech.com  

F► om: DeMeo, Sharoii " ' : 	- 

Sent: Friday, Jantiary 24, 2014 3:26 PM 
To: Mike Marlett 



Subject: RE: Questions regarding Italian VCE systems 

Hi Mike, 

Thank you for providing the information that I reqliested, as well as your thoughts on the 
subject. I understand the point you are making. Presumably, if high quality distillate is used as 
boiler make-up water, the blowdown might have little to no traceable amount of the pollutants 
originally removed from the FGD process. (I wonder if the boiler blowdown could perhaps be 
reused in the FGD) However, if concentrated brine sohztion is used for ash conditioning, would 
you not potentially see the pollutants from the brine soh.ition in the leachate of an on-site 
landfill? This is an interesting technical issue that may require further evaluation. 

In addition, the phrase "truly zero discharge" came from the Technical Development Document 
of the recently proposed Steam Electric Effluent Guidelines, page 7-14: 

"The condensed vapor (i.e., distillate water) can be recycled back to the FGD process, used in other plant 
operations (e.g., boiler make-up water), or discharged. If the plant uses the distillate for other plant 
operations that generate a discharge stream (e.g., used as boiler make-up and ultimately discharged as 
boiler blowdown), then the FGD process/wastewater treatment system is not truly zero discharge. 
Therefore, operating a vapor-compression evaporation system does not guarantee that the FGD 
process/wastewater treatment system achieves zero discharge." 

Thanks again for the discussion. 

Sharon DeMeo 

US EPA — Region 1 

Phone: 617-918-1995 

Fax: 617-918-0995 



From: Mike Nhirlctl 
Sent: Thursday, January 23, 2014 6:35 PM 
To: DeMeo, Sharon M. 
Subject: RE: Questions regarding Italian VCE systems 

Sliaroii, 

Based on my itifoii -natioti, the two Italian plaiits that are not I -Liniiing ai-e FLIsina and Sulcis. Fusina is not 
running dLie to coinmercial contracts they liave in place. SLIlCiS is not i -uniiing becatise they are not 
geiiei-atiiig any feed water. 

The pro.ject profile only covers the process of FGD WW evaporation and not the entire power plant. For 
the FGD process, if the distillate is reused within the plant and the oiilv discharge is a solid off site, there 
is iio liquid discharge beyond the plant bOLindaries fi -oni the FGD process. Therefore, the FGD process is 
ZLD. We do not say the ciitire plant is ZLD since we liave not provided the treatment eqtiipment fol -  the 
entire plant. It is a pi -oven pi -actice that boilei -  blowdown can be treated in a ZLD pi -ocess. 

Based on my understanding of your coiTespondence, 

Sceiiario I 

FGD evaporatoi -  distillate is not discharged beyond the boundary. 

Distillate is used in the SCrLibber. 

Boilei- blowdown is discharged and landfill leacliate is pi -odLiced. 

Therefore, the FGD process is ZLD. 

Sceiiario 2 

FGD evaporatoi -  distillate is not discharged beyond the boundary. 

Distillate is tised in the boilei -  or foi ,  asli conditioning. 

Boilei-  blowdown is discharged and landfill leachate is prodLiCed. 



Therefore, the FGD process is not ZLD. 

There is no difference in the blowdown from the plaiit in either sceiiario I or 2. Your scenarios suggest 
playing a sliell gaine where, if we reuse the water for one purpose in the plaiit, the process is ZLD bLIt if 
,vN:e use it in anotlici -  placc, it isii't, despite the fact the liqLild discharges fi -oiii the otliei -  processes'A'OUld 
still be tlici -c regardless of the soui -ce of water for those discharges. My definition of process ZLD is that 
the water pi -odticed is SLtitable foi -  i-etise within the plant and iio liqLlid is directiv discharged from the 
Process outside of the Plant boundary. In both sceiiai - ios, no liqLlid is discharged from the FGD 
evapoi-ation process beyond the plant boundary. Wlictlier the plant chooses to achievc fLill ZLD in the 
plant from all sources or not does not invalidate a statemeiit that a F, :.: 	 is ZLD provided the water is 
COMP]CtCIV reused within the plaiit and no water from that process i. :..:rectly discharged beyond the plant 
bOUndary. In i -nv opinion, how the water is reused within the plant does not detei -mine whether the 
pi-ocess is ZLD oi-  not. 

I stand by the Aquatech Profile. The FGD evaporation process is ZLD. 

Is the Lise of FGD evaporator distil I ate for use as boi lei ,  rnak- e LIP or asli conditioii Ing the dii -ect catise of 
boiler blowdown dischdrL,,es or landfill leachate? No. If evaporatoi -  distillate were nOt Llsed, WOUld 
anothei -  water source foi -  61cr inakCLip and asli coiiditioiiing be reqLtli -ed" Yes 

Froin iny standpoint the retise of evaporatoi -  distillate is beneficial since it i -edLICCS tile load on the water 
SLtpply by reusing water and rcdLICeS treatinent cliemicals because the water being retised has a higher 
qLtality than the Othel' SOLII'CeS of ,,N:ater that inight be Llsed. 

Regardiiig the EU regulatioiis for discharges, it would be best if yott coiitacted them regarding what is 
Permissible. I'm not knowledgeable oii what is pei -mitted. 

J. Michael Marlett, RE, P Eng 

Aqua-cliem ICD Division 
AqLtatecli Iiitei -national Corporation 



Fi-on 	F1ows Lea ers i 

1150  James Drive 
Hartland, WI 53029 
F1 - ~2-369-40-") 
F, S2-369-94(. /I 

iil  marlettn : : aQulteeh.eom 

Fr•om: DeMeo. Shai - ` 
Sent: Thursday, January 23, 2014 12:34 PM 
To: Mike Marlett 
Subject: Questions regarding Italian VCE systelns 

Hi Michael, 

Thanks for chatting with me a couple weeks ago about VCE technology. You had mentioned 
that Aquatech had installed five systems in Italy. According to the literature, the five facilities 
are Fusina Power Plant, Torrevaldaliga Nord Power P1ant, Sulcis Power P1ant, La Spezia plant 
and Brindisi Sud Power Plant. You also explained that only three of the five plants are currently 
operating. Wou1d you please te11 me which two are not operating and confirm that they had 
determined off-site disposal was more economical? 

In addition, each of the Aquatech Project Profiles for these facilities indicate that ZLD systems 
were installed and that "[t]he industrial grade soft water and high purity distillate produced in the 
system wi11 be used in the main power plant." My understanding is that if VCE water is reused 
back to the scrubber than the system is truly ZLD. On the other hand, if the water, for example 
is used for boiler make up or ash conditioning, these operations generate boiler blowdown and 
landfi111eachate. Therefore, it is not a complete ZLD system. The Profiles also explain that 
"[w]astewaters from FGD treatment plant can no longer be discharged into the sea due to tough 
Italian and EU environmental regulations," but are other wastewaters allowed to be discharged 
from these plants? 



Any information you can share or point me towards is greatly appreciated. 

Regards, 

Sharon 

Sharon DeMeo 

US EPA — Region 1 

Phone: 617-918-1995 

Fax: 617-918-0995 

DISCLA1MR: Tbe Mforrnation contained in this email and M arnv attaclhnieFlts is irnteiided onlv 
for tbe person or entity to whicli it is addressed and inay contaiii confidential andlor proprietary 
inaterial. Any 	~~ iew, retrarnsmissioti, dissemiilation or other use of, or taking of any actioil irn 
reliance upon. : is information by persons or erntities other thaii the iiItended r -ecipieiit is 
proliibited. TI. 	ecipient sbould 	tliis emai1 arnd ai7y attachmeiits for -  tbe presence of 
virlises. Sender accepts no liability tor any damages caused by aily virlis trarnsmitted by tbis 
email. If you Ihave received tbis email in erro7 -, please notify us immediately by replyirng to the 
rnessage aiid delete tbe email fi -om yoUr computer. Tliis e-mail is aild aily response to it wi11 be 
uilencr-ypted aild, tberefore, potentially uilsecured. Tllailk you. 
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